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Single track sliding doors with top hung carriage system

SYSTEM

CHARACTERISTICS

 Application Sliding doors

 Track Single

 Carriage system Top

 Top guide Ball bearing carriage

 Bottom guide Plastic guide

 Construction Board

 Filling Board 18-40 mm

 Max. door load 50 kg or 80 kg depending on installation method

 Max. handle length 2700 mm

 Max. track length 3600 mm

 Textile door stops Yes

  Anti-dust brushes n/a

 Sales programme Components can be purchased separately

  Decorative profile 
programme

ABS strip

USAGE

 Pathway doors, built-in furniture

EXCLUSIVE 18 Board PARTS
18-40 mm

BOARD
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Basic system components

SYSTEM

EXCLUSIVE 18 Board

Handle PROSPER II

CODE COLOUR LENGTH (mm)
COLLECTIVE
PACKAGING

PRICED PER NET PRICE

03145 SILVER 2700 8 item

03144 LIGHT BROWN 2700 8 item

1a

18 mm
BOARD

Handle PORTO

CODE COLOUR LENGTH (mm)
COLLECTIVE
PACKAGING

PRICED PER NET PRICE

03167 SILVER 2700 8 item

03166 LIGHT BROWN 2700 8 item

30

3
4

1
8

1b

18 mm
BOARD

Top track EXCLUSIVE-Ornamic

CODE COLOUR LENGTH (mm)
COLLECTIVE
PACKAGING

PRICED PER NET PRICE

01971 SILVER 1200 12 item

01969 LIGHT BROWN 1200 12 item

01972 SILVER 1800 12 item

01970 LIGHT BROWN 1800 12 item

01714 SILVER 3000 12 item

01713 LIGHT BROWN 3000 12 item

02126 SILVER 3600 12 item

02127 LIGHT BROWN 3600 12 item

2

SET for pathway doors
ZPE-18 (Exclusive)

CODE
COLLECTIVE
PACKAGING

PRICED PER NET PRICE

10083-SV 24 set

4

i   Set includes 2 top carriages, 2 plastic guides 102 N 
and screws

Plastic guide 102 N

CODE COLOUR
COLLECTIVE
PACKAGING

PRICED PER NET PRICE

222151 TRANSPARENT 100 item

3
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Basic system components

SYSTEM

EXCLUSIVE 18 Board

Spherical stopper

CODE
COLLECTIVE
PACKAGING

PRICED PER NET PRICE

20019 100 item

5

H-Profile H18 MAXIM

CODE COLOUR LENGTH (mm)
COLLECTIVE
PACKAGING

PRICED PER NET PRICE

01881 SILVER 1800 30 item

02980 LIGHT BROWN 1800 30 item

01882 SILVER 2500 30 item

02981 LIGHT BROWN 2500 30 item

1
8
. 2

#18

22.6

1
.6

18 mm
BOARD

H-Profile H25 MAXIM

CODE COLOUR LENGTH (mm)
COLLECTIVE
PACKAGING

PRICED PER NET PRICE

01883 SILVER 1800 20 item

02983 LIGHT BROWN 1800 20 item

01884 SILVER 2500 20 item

02984 LIGHT BROWN 2500 20 item

2
5
.4

#18

22.6

8
.8

18 mm
BOARD

A

B

TEXTILE DOOR STOP

CODE NAME A (mm) B (mm) INSTALLATION ROLL LENGTH
COLLECTIVE 
PACKAGING

PRICED PER

20094-SV TEXTILE DOOR STOP 14 4 INSERTED 200 r.m. 4 rolls running M

20224-SV TEXTILE DOOR STOP 14 4 INSERTED 50 r.m. 10 rolls roll

i  Our full o\er can be found in the “Profiles and furniture accessories” section

20094

Handle PROSPER II

20094

Handle PORTO

Rubber bump stopper OGUE

CODE
COLLECTIVE
PACKAGING

PRICED PER NET PRICE

20337 100 set

6
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Basic system components
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Assembly instructions 
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35 55

Masko-

wnica

44 mm

COMPONENTS

8x

8x

6

10

2x

screw M5x30

1 2

3

Masking fascia
Masking

fascia

Top track fastened to
outer face of the opening

max. weight of 50 kg
per door

Top track fastened to
underside of the opening

max. weight of 80 kg
per door

Door filling:
board 18-40 mm

Spanner 13

Spanner 7

Fastening of stoppers

on top track on the floor

Top track Exclusive

Length: 1.2 m, 1.8 m, 3.0 m, 3.6 m

Pathway door set ZPE-18 Spherical stopper Rubber bump
stopper OGUE

Assembly of rubber
bump stopper



Remove protective film from aluminium elements (handles, tracks, connectors, etc.) prior to cutting them 
to the desired size. Film removal will reveal quality issues (eg. scratches)ATTENTION!
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Assembly instructions 
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EXCLUSIVE

Board height h :b

h = H - 64 mm
H -

b

height of the opening

hb

H

H hb

1. Track within the opening

2. Track outside the opening

Board height bh :

h = H - 64 mm
H -

b

height from floor base to top of track

ABS
strip

ABS
strip

Opening diameters
are dependent on
screws or bolts use.

Countersink
fixing holes

In cases that it will not be possible to insert
carriages after the installation of the top track,

carriages should be inserted prior
to track installation.

ATTENTION!

Top fastening of EXCLUSIVE track
- max. weight of 50 kg per door

Side fastening of EXCLUSIVE track
- max. weight of 30 kg per door

Top fastening of EXCLUSIVE track
– max. weight of 80 kg per door

Side fastening of EXCLUSIVE track
– max. weight of 50 kg per door

Masking fascia
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Assembly instructions 
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4x30

55-75

screw M5x30

1 2

3

recommended
screw

Door filling:
board 18 mm

Top track fastened to
outer face of the opening

max. weight of 50 kg
per door

Top track fastened to
underside of the opening

max. weight of 80 kg
per door

Fastening of stoppers

on top track on the floor

Spanner 13

Spanner 7

Handle Prosper II

8x

8x

44 mm

Top track Exclusive Pathway door set ZPE-18 Rubber bump

stopper OGUE

Spherical
stopper

COMPONENTS

Length:
1.2 m, 1.8 m, 3.0 m, 3.6 m

Length:
2.7 m

textile door
stop (inserted)
14 mm x 4 mm

2x

Masking fascia

Masking

fascia

Assembly of rubber
bump stopper



Remove protective film from aluminium elements (handles, tracks, connectors, etc.) prior to cutting them 
to the desired size. Film removal will reveal quality issues (eg. scratches)ATTENTION!
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PROSPER

hb

H

H

hb

2. Track outside the opening

dw

wb

dw
wb

1. Track within the opening

Top fastening of EXCLUSIVE track
- max. weight of 80 kg per door

ABS
strip

ABS
strip

Handle length = door height

board height - hb hb = H - 64 mm

board width - wb wb = dw - 31 mm

H - height of the opening

dw - assumed door width

Side fastening of EXCLUSIVE track
- max. weight of 50 kg per door

Opening diameters
are dependent on
screws or bolts use.

Countersink
fixing holes

M
askin

g

fa
scia

In cases that it will not be possible to insert
carriages after the installation of the top track,

carriages should be inserted prior
to track installation.

ATTENTION!

Handle length = door height

board height - hb hb = H - 64 mm

board width - wb wb = dw - 31 mm

H - height from floor base to top of track

dw - assumed door width
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Assembly instructions 

LINE

PORTO

S
Y
S
T
E
M

 

E
X
C
L
U

S
IV

E
 1

8
 B

o
a
rd

13

7

Masko-

wnica

6

10

4x30

55-75

screw M5x30

1 2

3

Masking fascia
Masking

fascia

recommended
screw

Top track fastened to
outer face of the opening

max. weight of 50 kg
per door

Top track fastened to
underside of the opening

max. weight of 80 kg
per door

Door filling:
board 18 mm

Spanner 13

Spanner 7

Fastening of stoppers

on top track on the floor

Handle Porto

8x

8x

44 mm

Top track Exclusive Pathway door set ZPE-18 Rubber bump
stopper OGUE

Spherical
stopper

COMPONENTS

Length:
1.2 m, 1.8 m, 3.0 m, 3.6 m

Length: 2.7 m

textile door
stop (inserted)
14 mm x 4 mm

2x

Assembly of rubber
bump stopper



Remove protective film from aluminium elements (handles, tracks, connectors, etc.) prior to cutting them 
to the desired size. Film removal will reveal quality issues (eg. scratches)ATTENTION!
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Assembly instructions 
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hb

H

H

hb

1. Track within the opening

dw
wb

dw
wb

ABS
strip

ABS
strip

Top fastening of EXCLUSIVE track
- max. weight of 80 kg per door

Handle length = door height

board height - hb hb = H - 64 mm

board width - wb wb = dw - 41 mm

H - height of the opening

dw - assumed door width

2. Track outside the opening

Side fastening of EXCLUSIVE track
- max. weight of 50 kg per door

Opening diameters
are dependent on
screws or bolts use

Countersink
fixing holes

Handle length = door height

board height - hb hb = H - 64 mm

board width - wb wb = dw - 41 mm

H - height from floor base to top of track

dw - assumed door width

In cases that it will not be possible to insert
carriages after the installation of the top track,

carriages should be inserted prior
to track installation.

ATTENTION!

Masking fascia


